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Wijzigingen in ontwerp, technische specificaties en handleiding voorbehouden.	 Alterations in design, technical specification and manuals reserved.
Sous réserve de modifications au niveau de la conception, des spécifications techniques et de la notice.	 Änderungen von Entwurf, technischen Daten und Bedienungsanleitungen bleiben vorbrhalten.

 Zebra FL : 	 code 764. _ _ .04	      max.LED E27 (diameter 37mm/ height 160mm) - 220-240V

 Atrex  FL : 	 code 771. _ _ .04	      max.LED E27 (diameter 37mm/ height 160mm) - 220-240V   
 Cubix FL : 	 code 777. _ _ .04	      max.LED E27 (diameter 52mm/ height 125mm) - 220-240V   
 Manix FL : 	 code 935. _ _ .04	      max.LED E27 (diameter 52mm/ height 125mm) - 220-240V   

see  next  page

GROUND FIXATION - DIMENSION HOLES 2

I IP65

IP65 Volledig stofdicht - Beschermd tegen waterstralen uit alle richtingen
Etanche aux poussières - Protégé contre les jets d’eau de toutes directions 
Staubdicht - Schutz  vor Strahlwasser 
Fully tight - Protected against water jets
Απόλυτη προστασία από τη σκόνη - Προστασία από πίεση νερού από όλες τις κατευθύνσεις

ATTENTION - WARNING 
Le luminaire doit être installé et connecté par un technicien qualifié.
The luminaire should be installed and connected by a qualified technician.

INSTALLATION  INSTRUCTIONS -  PART A

1.	 Before accessing any parts carrying live voltage,
                 the power must be disconnected 
	 Avant tout accès à des parties sous tension,
                 la tension doit être coupée
2.	 Place the base of luminary
	 Placer la base du luminaire
3.	 Make the electrical connection
	 Faire la connexion électrique
4.	 Assemble and close the luminaire
	 Assembler et fermer le luminaire	
5.	 Switch on
	 Allumer

1

3 ELECTRICAL  CONNECTION

To use with a E27 lamp

2x cable gland for cable  diameter maximum 9mm

Zone cable entry

3x holes ∅ 6,5mm at 120°
distance = 42,5mm from the center

∅ 100mm

42,5mm

120°

120°
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Accessories for ground fixation (delivered separately)
 See catalog
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