
Fully encapsulated driver with IP67 level. 
Cooling by free air convection. 
Suitable for LED.
3 years warranty
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LED DRIVER DC / CC

EN

DRI.010
 

1-11W

23 x 10 x 9 mm

9-36V DC

   input: 12V DC: 1-4W
             24V DC: 1-8W 
             36V DC 1-11W 

2-32V DC 

yes (100% -> 25%) 
Dimmable with PWM signal 

CE - IP67 - Classe III

DRI.011
 

1-23W

32 x 20 x 12 mm

9-56V DC

   input: 24V DC: 1-11W
             36V DC: 1-17W 
             48V DC 1-23W 

2-52V DC

yes (100% -> 25%) 
Dimmable with PWM signal

CE - IP67 - Classe III

DRI.012
 

1-31W

32 x 20 x 12 mm

9-56V DC
   
input: 24V DC: 1-15W
          36V DC: 1-24W 
          48V DC 1-31W 

2-52V DC

yes (100% -> 25%) 
Dimmable with PWM signal

CE - IP67 - Classe III

Product code : 
Code produit : 
Produkt-Code  :

Power :
Puissance :
Leistung :

Dimensions : 

Input : 

Output : 

Dimmable : 

Classification :

Driver type : 350mA                                                     500mA                                                    700mA

Working temperature : -40°  + 70° C                                     -40°  + 85° C                              

Protections : - Short circuit 
- Over temperature 

Weight : 0,01 kg                                                    0,02kg                                                    0,02 kg

Warranty :
Garantie : 3 years
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Installation with a Constant Voltage power supply
Red     : + 
Black   : -


