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  Product datasheet code : 7025B.XXXXX.XXLENA Pro-M-B

Small waterproof IP66 led projector allowing the enhancement of the 
exterior parts of buildings to create atmospheres or illuminate an alley. 
This very robust luminaire is manufactured by machining process. Very good 
light output, anti-glare cap and invisible cable are the main features of the LENA 
PRO series which combines high efficiency and long life thus emphasizing 
the quality of light. Luminaire to be adapted on a fixing bracket for rigid fixing 
to the ground, wall or ceiling, it can also be used with a rod to be inserted into 
the ground in order to integrate ideally into the garden. It is an ideal solution 
for many outdoor lighting installations, both in the private and public domain.
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Body made in solid anodized aluminum
Screws in stainless steel
Degree of protection IP66 - IK07
With anti-glare ring included
Safety clear plexiglass
Led 500mA CRI>90 incorporated
Provided with 1m cable

DESCRIPTION

Led 5000K
Other cable length (customized)

ON REQUEST

Led driver AC/CC from 200mA to 500mA
Led driver DC/CC (12-36VDC/200mA to 500mA)
Base & stem for ground/wall/ceiling
Stem with spike for ground fixing: Stem D
Anti-glare honeycomb - Louver ref: X060.050.3
IP68 connection : Connex 2 / 3 / 4

ACCESSORIES
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7025B.XX910.XX
 

9,5W 10° @ 500mA

27    White 2700K°
         995lm - CRI>90

30    White 3000K°
         1035lm - CRI>90

40    White 4000K°
         1095lm - CRI>90

500mA
Power supply not included

10°

CE - IP66 - IK07 - Class III

 

Product code : 
Code produit : 
Produkt-Code  :

Power :
Puissance :
Leistung :

*LED  
colour :
couleur : 
Farbe :

Voltage / current :

Light diffusion angle ° :

Classification :

Colour :
Couleur : 
Farbe :

02A   Anodized Black
32D   Anodized Aluminum
33     Anodized Bronze

Lamptype : 
Type de lampe : 
Leuchtentyp :

Lifetime / durée de vie :

LED incorporated 

50 000hrs / L80 B10

Material : 
Matériaux :
Material :

Solid anodized aluminum

Origin :
Origine :
Herkunft :

Made in Belgium

Weight: 0,50 kg

Dimmable : yes

Adjustable : yes

Warranty :
Garantie : 2 years + 3 years optional

Glass type :
Type de verre :
Glastyp :

Safety clear plexiglass

*Nos données de puissance pour les luminaires à LED correspondent uniquement à la puissance des LED. 
* Our performance data for LED luminaires are solely the power of LED.
*Onze prestatiegegevens voor LED-armaturen zijn uitsluitend de power van de LED.
* Unsere Performance-Daten für LED-Leuchten entsprechen nur der Leistung der LED.

7025B.XX925.XX
 

9,5W 25° @ 500mA

27    White 2700K°
         995lm - CRI>90

30    White 3000K°
         1035lm - CRI>90

40    White 4000K°
         1095lm - CRI>90

500mA
Power supply not included

25°

CE - IP66 - IK07 - Class III

 

7025B.XX940.XX
 

9,5W 40° @ 500mA

27    White 2700K°
         995lm - CRI>90

30    White 3000K°
         1035lm - CRI>90

40    White 4000K°
         1095lm - CRI>90

500mA
Power supply not included

40°

CE - IP66 - IK07 - Class III
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